SPIERINGS

MOBILE CRANES Make: SPIERINGS Type: SK597-AT4

Merwedestraat 15, Oss Holland

Operation allowed up to wind force 7 Bf (14 m/sec).
The crane should be folded in at wind force 9 Bf (21 m/sec)

or when not in use for a longer period
Counterweight crane: 8704 kg.
Max. outrigger force: 360 kN.

Cce

Serial number: Year of construction:

Jib horizontal

Lifting chart outrigger support base 6,925 m x 7,0 m

Height under the jib 26,9/29,7 m

35 14,06 15 20 25 30 35 40 45 48 Radius (m)
7000 6495 | 5615 | 4945 | 4410 | 3975 | 3615 | 3310 | 3050 | 2825 | 2630 | 2455 | 2305 | 2170 | 2045 | 1945 | 1835 | 1740 Load (kg)
7000 6025 5260 4660 4180 3785 3455 3175 2935 2725 2540 2380 2235 2105 1990 1900 1790 1700
Jib 30° luffed 30,9 33 35,9 38,8 41,7 44,6 47,5 486 Hook height (m)
35 12,4 15 20 25 30 35 40 42 Radius (m)
7000 6615 | 5590 | 4830 | 4250 | 3785 | 3410 | 3095 | 2835 | 2610 | 2415 | 2245 | 2095 | 1965 | 1845 | 1740
7000 6060 5185 4525 4005 3585 3245 2960 2715 2505 2325 2165 2025 1900 1790 1700 Load (kg)
Lifting chart outrigger support base 6,925 m x 5,85 m
Jib horizontal Height under the jib 26,9/29,7 m
35 10,86 15 20 25 30 35 40 45 48 Radius (m)
7000 7000 | 5640 | 4760 | 4110 | 3610 | 3210 | 2890 | 2620 | 2395 | 2200 | 2035 | 1890 | 1765 | 1650 | 1550 | 1455 | 1375 | 1300 | 1230 Load (kg)
68956205 5165 4415 3845 3400 3040 2750 2505 2295 2115 1960 1825 1705 1595 1500 1415 1340 1265 1200
Jib 30° luffed 29,9 30,1 33 35,9 38,8 41,7 44,6 475 48,6 Hook height (m)
3,5 9,62 10 15 20 25 30 35 40 42 Radius (m)
7000 7000| 5935 | 4850 | 4090 | 3525 | 3095 | 2750 | 2470 | 2235 | 2040 | 1875 | 1730 | 1605 | 1495 | 1395 | 1310 | 1230
1200 Load (kg)

Specifications subject to modifications

6675 5340 4440 3790 3295 2910 2600 2350 2135 1955 1800 1665 1545 1445 1350 1265

84-00597101




SPIERINGS

MOBILE CRANES

Merwedestraat 15, Oss Holland

Operation allowed up to wind force 7 Bf (14 m/sec).

The crane should be folded in at wind force 9 Bf (21 m/sec)

or when not in use for a longer period

Counterweight crane: 8704 kg.
Max. outrigger force: 360 kN.

Make:

Serial nu

SPIERINGS

mber:

Type:

SK597-AT4

Cce

Year of construction:

Lifting chart outrigger support base 6,925 m x 7,0 m

Jib 15° luffed 27,5 28,9 30,2 31,5 32,9 34,2 35,6 36,9 37,3 Hook height (m)
35 5 10 15 20 25 30 35 40 45 46,5 Radius (m)
1700 Load (kg)

1700 1700 1700 1700 1700 1700 1700 1700 1700 1700 1700 1700 1700 1700 1700 1700 1700 1700 1700 1700 1700 1700
Jib 45° luffed 33,7 38,7 43,7 48,7 53,7 58,3 Hook height (m)
3,5 15 15 20 25 30 34,7 Radius (m)
1700 1700 1700 1700 1700 1700 1700 1700 1700 1700 1700 1700 1700 1700 1700 1700 1700 Load (kg)

Lifting chart outrigger support base 6,925 m x 5,85 m

Jib 15° luffed 27,5 28,9 30,2 31,5 32,9 34,2 35,6 36,9 37,3 Hook height (m)
35 5 10 15 20 25 30 35 40 45 46,5 Radius (m)
1200 Load (kg)

1200 1200 1200 1200 1200 1200 1200 1200 1200 1200 1200 1200 1200 1200 1200 1200 1200 1200 1200 1200 1200 1200
Jib 45° luffed 33,7 38,7 43,7 48,7 53,7 58,3 Hook height (m)
3,5 10 15 20 25 30 34,7 Radius (m)
1200 1200 1200 1200 1200 1200 1200 1200 1200 1200 1200 1200 1200 1200 1200 1200 1200 Load (kg)

Specifications subject to modifications

84-00597101
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SPIERINGS

SPIERINGS HYDRAULIC FOLDING CRANE WOBLE e

Merwedestraat 15
5347 KZ Oss NL

Overall weight: 48000 kg SK597 - AT4 s speringscranos.com

84-00597102

Specifications subject to modifications



1100x1100 mm

750x600 mm
0,80 N/mm?
0,30 N/mm?

Tel. +31 (0)412-697777
www.spieringscranes.com
84-00597103

SPIERINGS
HYDRAULIC FOLDING CRANE
SK 597 - AT4
ion procedure of the crane
MOBILE CRANES
Merwedestraat 15
5347 KZ Oss NL

15°C till +40°C
Luffing the jib 30° can be controlled from

z SPIERINGS

the crane cabin or remote control

Jib can be unfolded through 360°
from

Max. outrigger force
Outrigger support pads
Ground pressure

Operating temperature range
Outrigger support plates :
Ground pressure

Erect
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: Superstructure

R2 : Guy bars
R3 : Counterweight

Radius (m)
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Specifications subject to modifications




Axle 1:
Axle 2 :
Axle 3 :
Axle 4 :
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Axle 4 Axle 3 Axle 2 Axle 1
Transfer box: Crane diesel engine: Gearbox: Carrier diesel engine:

ZF VG2001/396
Road gear i=0,89
Off road gear i=1,54

Caterpillar C3.6 Stage V
Power: 100 kW (2000 rpm)
Torque: 550 Nm (1500 rpm)

Steer axle

Steer drive axle (end reduction i=6,35)

Non steered drive axle (end reduction i=6,35)
Steer drive axle (end reduction i=6,35)

Kessler-axles with disc brakes

Tyres

Suspension

Stroke suspension cylinder
Max. speed carrier

Min. speed carrier (engine at 1000 rpm)

Overall weight

ZF Traxon 12TX2611 SO
Automatic + intarder

Dry plate clutch

DAF MX11-330 EURO VI (10,8 Itr)
330 kW (1600 rpm)
2300 Nm (900-1125 rpm)

Power:

Torque:

: 445/65 R22,5 or 445/75 R22,5
: Hydro-pneumatic on all axles
;247 mm

: 80 or 83 km/h

Drive train Spierings Folding Crane

Specifications subject to modifications

SK597-AT4

: 1,6 km/h
: 48.000 kg

SPIERINGS
MOBILE CRANES

Merwedestraat 15

5347 KZ Oss NL

Tel. +31 (0)412-626964
www.spieringscranes.com

84-00597106




SPIERINGS

HYDRAULIC FOLDING CRANE
SK 597 - AT4

1090 4—-—"

6925
4490 2435
1100
I
S — 7 T~ l&
: [ﬂ ~ N
| // ///—’ _‘\\\\
~ 7
/ % N \
/ //
) K l / / ! N
/ \
I /=
|
1 ( o n_r ) \.
[ |
R 1\ !
L =
(\\ |
= \
( [ \\ \ J / |
&) | /
\\ NS / / /
\ N @ -LLd - -
| N \ V ~— ) ///
o _$ \: )\/_7/ /’/ /i\_
2 = _— ’731
1345 -
R1 : Superstructure 600 ©
R2 : Guy bars 4240 & 2685

R3 : Counterweight

Specifications subject to change

\\

7000

Outrigger support base

Max. outrigger force 360 kN

Outrigger support pads

750x600 mm

Ground pressure 0,80 N/mm?

Outrigger support plates(1100x1100 mm

Surface 1,21 m?

Ground pressure 0,30 N/mm?

SPIERINGS
MOBILE CRANES

Merwedestraat 15

5347 KZ Oss NL

Tel. +31 (0)412-697777
www.spieringscranes.com

84-00597107-1




SPIERINGS

HYDRAULIC FOLDING CRANE
SK 597 - AT4
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R1 : Superstructure 600 | . ©
4240 ® 2685

R2 : Guy bars
R3 : Counterweight

Specifications subject to change

7000

Outrigger support base

Max. outrigger force

360 kN

Outrigger support pads

750x600 mm

Ground pressure

0,80 N/mm?

Outrigger support plates

2000x900 mm

Surface

1,8 m?

Ground pressure

0,20 N/mm?

SPIERINGS
MOBILE CRANES

Merwedestraat 15

5347 KZ Oss NL

Tel. +31 (0)412-697777
www.spieringscranes.com

84-00597107-2




SPIERINGS
HYDRAULIC FOLDING CRANE

5925 SK 597 - AT4
4490 2435
T T — Outrigger support base
7 TN Outrigger width 5350 only to be used if
// \: crane is not fully erected.
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~ e - MOBILE CRANES
© Merwedestraat 15
R1 : Superstructure 4240 & 2685 5347 KZ Oss NL
R3: Counterweight Tel. +31 (0)412-697777

www.spieringscranes.com

84-00597107-3

Specifications subject to change
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